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Since PLS Electronics is always open to market requests, signifi cant research and development efforts happened 
last year. As a result we succeeded to expand our product range. This fl yer is to present our new products.

PLS News April, 2011

PEGASUS® GRAND Digital Dimmer

Dimensions
484×132×350 mm
(plus connectors)

Weight
17 kg (net)
19 kg (gross)

The next generation of our well-known Master dimmer has 
been arrived with new enhanced features to support the 
demands of 21st century. Some of the new features include:
•  Tiristor based output control
•  200 μs or 400 μs output fi ltering
•  Large graphic LCD display with rotating encoder for easy 

setup
•  RDM compatible DMX input for remote management
•  Supports ArtNET communicaton standard

Order Codes
GRAND1210-xx  where xx means the connector types. Same 

options are available as for the Master dimmer

Orderable options
See Pegasus Master options (excluding RDM).

PEGASUS® PROII Digital Dimmer

Dimensions
484×132×350 mm
(plus connectors)

Weight
17 kg (net)
19 kg (gross)

The new version of our famous Pro series is now available. We 
managed to integrate most exciting features from the Master 
dimmer to have a more attractive solution. These include:
•  Individually adjustable parameters for each channels like: 

DMX address, PreHeat level, control curve, max. level, etc.
•  20-step sceen memory with DMX recording option
•  Confi gurable events for DMX signal failure

Order Codes
PROII1210-xx  where xx means the connector types. Same 

options are available as for the Pro dimmer

Orderable options
See Pegasus Pro options

PEGASUS® CUTE Dimmer & Power Distributor

Dimensions
484×132×350 mm
(plus connectors)

Weight
20 kg (net)
22 kg (gross)

•  3×63 A digital dimmer and power distributor
•  12-channel dimmer and direct outputs up to 16 A per chan-

nel on 4×16-pole ’Harting’ or 4×19-pole ’Socapex’ sockets
•  AUX 16 A CEE16 A 3P output with RCBO on the back panel
•  C16 A 1P 4.5 kA circuit breakers (optionally 1P+N) per output
•  63 A/30 mA built-in RCD protector
•  Dimmer features: see Pegasus Pro II
• Built-in two-way isolated DMX splitter

Order Codes
CUTE1216-H2 with 4×16-pole ‘Harting’ connectors
CUTE1216-SX with 4×19-pole ‘Socapex’ connectors

Orderable options
O3C-Rack Rack container for CUTE (see photo)
O3C-1P+N 1P+N circuit breakers

PEGASUS® xLite 3×12kW Digital Dimmer

Dimensions
484×132×350 mm
(plus connectors)

Weight
16 kg (net)
18 kg (gross)

This dimmer has the biggest output capacity among the xLite 
series. It has the same features as the other xLite dimmers.
•  3×50 A output current
•  Output via 3 pcs of CEE63A 3P sockets on the back panel

Order Codes
xLite350-C   with CEE63A 3P sockets

Orderable options
See Pegasus xLite options
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Split-7/RDM

Dimensions
484×44×160 mm
(plus connectors)

Weight
2.7 kg (net)
3 kg (gross)

This new version of Split-7 is able to handle the new RDM 
standard what you can fi nd nowadays in most installations. 
This splitter provides proper DMX isolation and boosting on 
each output with bi-directional communication according to 
RDM specifi cation.

Order Codes
SPLIT-7RDM  with 5-pin XLR connectors on the front
SPLIT-7RDM/3P  with 3-pin XLR connectors on the front
SPLIT-7RDM-B  with 5-pin XLR connectors on the back
SPLIT-7RDM-B/3P  with 3-pin XLR connectors on the back

Split-7/RJ45
Since rack mounting is unnecessary in several cases, and 
CAT5 wiring is often preferred instead of classic DMX cabling 
(via XLR connectors) we developed Split-7/RJ45. It has the 
same features as our famous Split-7 models.

Order Codes
SPLIT-7/RJ45  with RJ45 connectors on the front

PEGASUS® Mini ECO 3×5.7 kW Digital Dimmer

Dimensions
484×88×350 mm
(plus connectors)

Weight
10 kg (net)
12 kg (gross)

•  3×32 A input via 1.5 m length 5×4 mm2 H07 rubber cable 
with CEE plug

•  Output via 3 pcs of CEE32A 3P sockets on the back panel
•  C25 A 1P 4.5 kA circuit breakers (optionally 1P+N) per output
•  Control features are the same as in the 6-ch Mini ECO 

dimmer model

Order Codes
ME325-C  with 3 pcs of CEE32A 3P connectors

Orderable options
See the 6-ch Mini ECO model.

We redesigned and renewed our website in order to keep you 
informed about our newest and latest developments, installa-
tions, case studies and technical support information.

Please visit www.pls.hu

 HQ and R&D:  H-8000 Székesfehérvár, Taksony u. 3 HUNGARY
Phone/Fax: +36 22 382 783 • Mobile: +36 30 957 7062

 Factory:  H-8000 Székesfehérvár, Gőzmalom u. 22. HUNGARY
Phone/Fax: +36 22 789 589

  E-mail: info@pls.hu • Website: www.pls.hu

New website!

This page is a supplement of the Product Guide 2010/II.
All products are made in EU with Lead Free technology.

All specifi cations and product features might be 
subject to change without prior notice!
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